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Pressure  
70bar Range 
21m 30 Nozzles 
 
 
 
 
 
 
 
 
 
 

2-in-1 
Nebuliser 
Cannon and High-Pressure Washer 

 

Nebuliser for reducing air pollution (PM10) and eliminating particulate 
matter. Ideal for washing contaminated surfaces. 

 
 
 
Technical characteristics: 
  

HAWK DISINFECTION FOG CANNON  
+ 

HP WASHER 
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WASHING KIT  

 

 

 

 

 
Spray pistol RED 40, inlet M22x1.5 M, rotating ball valve outlet F type KW 

Spray wand CdR 80 700mm, quick connect M type KW, nozzle 25° 

Traditional spray wand, quick connect M type KW 

Tube with nozzle connector R1 5/16”, 315bar, 20m, M22x1.5 F-F 

 

Technical data  
Code Model Pressure Capacity Droplet size Output Dimensions 

(LxDxH) mm Weight 

 
1.904-824.0 HAWK DISINFECTION 

FOG CANNON + HP 
WASHER 

 
70bar 

 
21l/min 

 
24mcr 

 
5.2Kw (3x400V-50Hz) 

 
640 x 920 x 1050 mm 

 
105kg 

 
 

General technical 
characteristics 

 

 
Technical characteristics, fan 

 
Technical characteristics, pump 

Frame: coated steel 

Pneumatic wheels 

Lifting hook 
Protection level: IP54 
Dimensions LxDxH 640x920x1050mm 

 

No of nozzles: 1 crown with 30 nozzles 
Maximum area of coverage: 150 m2 

Motor power: 2.2Kw 2800g/min 
Range: 21m (in wind-free conditions) 
Elevation: 0° +40° 
Fan diameter: 410mm 
Noise level: < 87Lwa 

 

 
Professional pump 1450 g/ min, rod 
movement, brass head, 3 ceramic 
pistons 
Operating pressure: 70 bar 

Integrated by-pass valve 
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